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Scaffold Couplers

Double Coupler

e Joins two scaffold tubes having outside diameter
of 48.3mm at right angles.

e Tightening nuts suit standard Scaffold Spanner
(23mm A/F).

e Replaceable 'T' bolts, nuts and washers.

¢ Robust design made from drop forged steel
for durability and reliability.

¢ Hot dip galvanised finish for corrosion resistance.

e Complies with the requirements of AS1576.2.

e Typical working load limit of 6.25kN against slip
at tightening torque of 54 Nm.

e Can be used to resist tension or compression loads.

Swivel Coupler

* Joins scaffold tube having outside diameter
of 48.3mm at any angle.

e Each half of the Coupler is interconnected with
a swivel pin.

e Typically used for connecting bracing members.
Also used for tension splicing of scaffold tubes.

e Tightening nuts suit standard Scaffold Spanner

(23mm A/F).
_________ * Replaceable 'T' bolts, nuts and washers.

* Robust design made from drop forged steel
for durability and reliability.

* Hot dip galvanised finish for corrosion resistance.

e Complies with the requirements of AS1576.2.
e WLL =6.25 kN against slip at tightening torque

External Sleeve Coupler of 54 Nm.
* Joins 48 O.D. scaffold tubes end to end externally. * Can be used to resist tension or compression loads

e Used for end to end joining of scaffold tube standards. In bracing.

r —  Should not be used to support primary members.
:_. /‘/;. . rl}]oeoritk;aesrsn outside diameter of scaffold tube (Refer Clause 3.2.2 of AS1576.2-1991)

e Tightening bolt suits standard Scaffold Spanner.
* Made from high quality pressed steel.
¢ Hot dip galvanised finish.

e Under compression loading this Coupler is capable
of taking the full capacity of the scaffold tube.

* Not to be used for tension loads. Under tension
loading, it is necessary to splice the joint with another
scaffold tube and Swivel Couplers (tension load
check required).

e Can be used for end to end joining of tube ledgers.
(Refer Clause 3.2.2 of AS/NZS1576.6-2000).

e This Coupler must only be used to join scaffold tube
with the same external diameter.

e Typical scaffold tube sizes are:
-48.3mm 0O.D. x 40.3mm L.D. (4.00mm wall
thickness tube) or
- 48.3mm 0.D. x 38.5mm |.D. (4.88mm wall
thickness tube).




Putlog Coupler

Expanding Joint Pin
¢ Joins 48 O.D. scaffold tube standards end to end

internally.

e Fits inside scaffold tubes.

e Expands to fit internal diameter of scaffold tube when
bolt tightened.

¢ Tightening bolt suits standard Scaffold Spanner
(23mm A/F).

¢ Made from forged steel.
¢ Hot dip galvanised finish.

¢ Under compression loading this Joint Pin is capable
of taking the full capacity of the scaffold tube.

* Not to be used for tension loads. Under tension
loading, it is necessary to splice the joint with another
scaffold tube and Swivel Couplers (tension load
check required).

¢ Not to be used for end to end joining of tube ledgers.
(Refer Clause 3.2.2 of AS/NZS1576.6-2000).

* This Joint Pin must only be used to join scaffold tube
with the same internal diameter, ie, the same wall

thickness.

¢ Typical scaffold tube sizes are:
= 48.3mm O.D. x 40.3mm I.D. (4.00mm wall
thickness tube) or
—48.3mm O.D. x 38.5mm |.D. (4.88mm wall
thickness tube).

Putlog Coupler - Wrapover
(Standard Wrapover single type)

¢ Joins 48 O.D. scaffold tubes at right angles.
¢ Used for positioning putlog tubes onto ledger tubes.

* Tightening nut suits standard Scaffold Spanner
(23mm A/F).

* Replaceable 'T' bolt, nut and washer.

* Pressed steel body and drop forged steel cap.

¢ Hot dip galvanised finish for corrosion resistance.
* Complies with the requirements of AS1576.2.

¢ Typically used for securing guardrails and midrails
to standards at right angles. Other uses can distort
the Coupler so that tube retention is not effective
and WLL does not apply.

¢ Not to be used for connecting ledger tube. Only use
Right Angle Couplers for such purpose.

* Refer AS/NZS1576.6 for guidance on tube-and-
coupler scaffolding.

¢ WLL = 0.62 kN against slip of tube through flaps
of coupler at tightening torque of 54 Nm.

Putlog Coupler - Wrapover

Putlog Coupler
(Standard Double Flap Type)

¢ Joins 48 O.D. scaffold tubes at right angles.
® Used for fixing putlog tubes onto ledger tubes.

e Tightening nut suits standard Scaffold Spanner
(23mm A/F).

¢ Replaceable 'T' balt, nut and washer.

¢ Pressed steel flaps and drop forged steel cap.

* Hot dip galvanised finish for corrosion resistance.

e Complies with the requirements of AS1576.2.

* Typically used for securing guardrails and midrails
at right angles to standards. Other uses can distort

the coupler so that tube retention is not effective and
WLL does not apply.

¢ Not to be used for connecting ledger tube in tube-
and-coupler scaffolding.
Only use Right Angle Couplers for this purpose.

¢ Refer AS/NZS1576.6 for guidance on tube-and-
coupler scaffolding.

e WLL = 0.62 kN against slip of tube through flaps
of coupler at tightening torque of 54 Nm.



