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Description 

Corrugated Groundform sheets are manufactured from high strength, light weight polypropylene and provides an 

effective means for installing concrete ground beams and pile caps. Our polypropylene sheets are non-toxic and 

recyclable. 

Advantages 

• Light and rigid properties make Groundform reliable and easy to handle 

• Can be installed by unskilled labour 

• Sheets can be scored, bent or cut to form any profile 

• Less excavation is required compared to traditional formwork methods 

• Groundform is left in the ground, therefore no stripping required 

• A sharp knife is the only tool required to manipulate the product 

• Special Coroclaw cutting tool can be used for faster cutting & forming 

Packaging & Sizing 

Item No. Item Sheet Size  

999050601-s Groundform Sacrificial Formwork 2850mm x 2250mm 

 

 

Accessories 

• Special rail spacer designed for Groundform (1100m long x 50mm cover) 

• Coroclaw special cutting knife (multiple fast cutting options) 

• Joint tape 
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Installation 

1. Forming beam sides only 

The foundation trench is excavated a little oversized and a suitable base is formed onto which the reinforcement is 

placed using reo spacers. The Groundform sheets are cut to the required size and is placed either side of the 

reinforcement spacers fixed to give the required concrete cover. The sides can have a small bent return at the base to 

aid stability. Then, uniformly backfill to within about 50mm of the top of the Groundform. 

2. Using a Preformed U-Section 

A U-section can easily be formed by scoring and bending the Groundform sheet to the required dimensions. Erection is 

similar to Method 1 except the preformed U-section is placed in the excavated trench first, followed by the 

reinforcement. Spacers, depending upon the type used, can be fitted to either the Groundform sheets or the 

reinforcement. 

 

 

Installation examples 

Below are some examples of installing Groundform for different applications 


